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I New Products

New ZERODE-44 is a lime titania type covered
electrode classified as D4303 per JS Z 3211,
which corresponds to the AWS classification of
Ab5.1 E6013, a high titania type electrode. In com-
parison with conventional E6013 electrodes, New
ZERODE-44 offers

* Higher crack resistance

* Superior porosity resistance

* Higher impact toughness

* Deeper penetration and flatter bead shape

* Higher deposition rates

* Easier dag removal in narrow grooves

Table 1 shows a comparison between New
ZERODE-44 and the conventional E6013 elec-
trode in terms of Charpy impact toughness. New
ZERODE-44 exhibits globl.
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Postweld heat treatment (PWHT) is generally carried
out to relieve residua stresses, remove diffusible




I Bulletin

The Essen Fair, the biggest qua-
drennial welding show in the
world was held from September
12 through 17, 2005 at the exhi-
bition center in Essen in Ger-
many. The exhibition resembled
a festival with many exhibitors
equipped with bars and serving
beer and other beverages. All
kinds of products related to
welding, such as filler metals,
power sources, robots and auto-
matic equipment, were exhibited.
The Fair was gigantic and wor-
thy of being called as “the big-
gest in the world” with 1,052
exhibitors from 49 countries,

packing 12 exhibition hallOev-toercking10,0.0
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