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DW-50 is a rutile-based flux-cored wire for out-of-
position welding with CO2 or Ar-CO2 mixture
shielding. It has a great reputation in many applica-
tions including steel structures, storage tanks, and
piping. By taking customer needs seriously, Kobe
Steel has improved the impact toughness of this
wire in developing the new DW-50. This new ver-
sion meets the requirements for AWS A5.20 E71T-
9/-9M in addition to E71T-1/-1M. 

The new DW-50 offers superior impact toughness
plus the following outstanding characteristics:si1( I)4(t-freezing slag makes for eas)4(ier performance)]TJ
0.0009 Tc -0.0092 Tw 0.71 -1.165 Td
[(in ver)4(tic)5(al upward)6( weld)6(ing )]TJ
0.0005 Tc -0.0075 Tw 10.96 0 Td
[(as well as)5( in flat pos)5(i-)]TJ
0 Tc 0.0616 Tw -10.96 -1.17 Td
(tion welding, resulting in )Tj
0.0002 Tc 0.0598 Tw 10.55 0 Td
(excellent bead appear-)Tj
-0.0001 Tc 0.0001 Tw -10.55 -1.165 Td
(ance and shape. )Tj
-0.0002 Tc 0.1( 2 Tw -0.71 -1.165 Td
si1( IThe capability of using high welding currents)Tj
-0.0001 Tc 0.1021 Tw 0.71 -1.17 Td
((e.g. up to 260A with a )Tj
-0.0002 Tc 0.1027 Tw 10.11 0 Td
(1.2-mmØ wire) assures)Tj
0.0002 Tc -0.0168 Tw -10.11 -1.165 Td
[(high ef)18(ficiency with high )]TJ
-0.0005 Tc -0.0145 Tw 10.245 0 Td
(deposition rates even in)Tj
-0.0002 Tc 0.0002 Tw -10.245 -1.165 Td
sthe vertical upward and overhead positions.)Tj
0 Tc 0.1357 Tw -0.71 -1.17 Td
si1( ISelf-peeling slag results in glossy bead appear-)Tj
-0.0002 Tc 0.0002 Tw 0.71 -1.165 Td
sance in out-of-position welding.

nd sheath design provides
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scheduled welding procedure should be tested
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parameters for each pass, 
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Conventional stainless steel flux-cored wires
(FCW) generally contain 
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